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FRE-FLIGHT CHECKIIST FOR PERSONAL EQUIPMENT SECTTON

1. Pre~Breathing Room (T.0. Minus 2:20) ¢
b//;, Orderliness
| U/;! Security
%f’g. Utilities (Electricity - Air Conditioning)

2, Ground Vehicle Check (T,0, Minue 2:20):

v a,, Walk Around check

i
b Starting

afjk, On Board: Spare Pack (1) - Facepiece (1) = D=2, 425 psi (2) ~
Cughions (2) - Parachutes (2),

3., Aircraft Oxygen Check (T,0, Minus 2:20):

L///;; Position Seat Pack in cockpit
L/ﬂg: Oxygen pressure 1800 to 2000 psi
L/’ c. Connect 6iygen and check for flow
. Check radio through seat pack
szé; Check face piece heat on normel and by~pass
Wt Arfange placement of seat belt, harness, seat pack leads

L, Pre-Breathing (T.0, Minus 2:00):

' L,/”é; Oxygen manifold and reduction system "G
L b. 150 psi connected to'console
tﬁ;’ca Conscle check ~ flow and pressure 2 to 3 mm Hg
t* d, Fit underwear to pilot
! e, Check and fit helmet assembly to pilot
e Connect face piece to console = turn "ON"

-t Pre~breath pilot and note time "ON"

54 Check Personal Equipment:

L/' a, Sult condltlon

A/;b. Helmet

Rl

| #c, Gloves

Enclosure 2 to SOP-O-l, Page 1
Approved For Release 2000/05/31 : CIA-RDP89B00551R000200060017-5



2[’)/[)}oved For Releagg.2000/05/31 : CIA-RDP89B00551R000200060017-5

d, :Boots

L’ii?' Parachute

1/ £, Coveralls

aff\g. Face piece and carrier

&;fih. Store items in sequence of wear after check.

?ﬁrio Periodically insure pilot!s oxygen supply adequecy and comfort

6., Clothing Pilot (T,0, Minue 3$30):

L//f a. Fit Pilot's suit assembly plus coveralls. Check all zippers,

lacings and general appearance,

fﬁijf, Drinking water

v%;’c. Remove pilot from console (Time noted); connect to D-2 charged
L25 psi .

{,ffa. Escort pilot to vehicle and plane

7, At Aircraft (7.0, Minus :20):

L
e,

breathing supply hoses; engage flight face piece to "IV block;

connect "UM
harness and

4,
.

Fit parachute and back pack to pilot
General evaluation of all garments

Pilot hook~up in aircraft: Seat pack hook-up; engage capstan and
connect amphenol;
check flow and change face, pilece; shoulder

press to test and check inflation,

plug; oxygen.!"CN";
seat belt; face plece heat check;

Recheck all items - get pllots approval

Technician and vehicle remain “on line" until aircraft departure.

. ey yonaic et

1,

Post Flight:

‘Report to aircraft at "Switch Off" time.

" Assist pilot out of aircraft and remove headgear.

Remove personal equipment from cockplt .

4Return pilot to operations.

Assist in removing clothing.

Clean and perform minute inspection of all equipment ,

Report to de-briefing for pilot report,

Enclosure 2 to SOP-O-1, Page 2
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SPECIAL EQUIPMENT SECTION CHECK SHEET

COMMUNICATIONS SECTION

PRE~-FLIGHT PROCEDURE :

1, OCheck the ARN-6 and ARC-34 radio equipment at least two and one half
hours prior to takexoff time.="

25X1A a. Through the use of || G 211 the frequencies that will
normally be used during the flight are groundchecked between the hangar and Commo
25X1A equipment section were ||f is located.—

A

2, Load aircraft with S or X gear and check performance,

a. The S or X equipment will have been bench checked before being
installed in the plane, +—

3, Have at least one man stand by at take off time to: =

a .-//
L

a, Be ready for any radio or compass troubles that may occur,

b, "Buzz" the aircraft systems equipment during the one minute period
prior to roll=off,+”

POST-FLIGHT PROCEDURE:

l:/Remove the equipment from the aircraft as soon as permission is
received from the crew chief, (Especially done in this manner if the aircraft
is "hot" when permission is received from the crew chief the plane is safe to
work on).

.
2, From this point on, the following steps are taken:

a.‘/'l‘he debriefing is attended so that the points of flight will be
known, A map or overlay is provided to be forwarded with tape,

b. The tape is then removed from the recorder, rewound onto another
reel and-pub onto the ampex tape recorder for the dubbing procedure which
follows,

¢. After being re-wound, the tape is played through to the point
where the "bugd', (that was put on just prior to roll-off) is located,

d:/At this time, the dubbing or copy tape is put into position on the
recorder; the 24 hour clock set for the same time as take-off and simultaneously,
the clock starts running, both tapes start revolving and the "Flight is
treflown' again in the lab,"

é‘.//The signals from the tape taken from the aircraft are belng played
back and are heard by the "Dubbing" operator and are also being recorded onto
the "dubbing tape" which is used for local analysis then forwarded,

f. When a R-signal is heard on the tape, the operator merely has to
note the time, look on the debriefing sheet to see where the plane was at such
a time and note the locale, time and type of signal heard on the critique sheet,

Enclosure No, 5 to SOP-0-1, Page 1
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« + OPZHATIONAL CHECKLIST FOR NOTIFICATION OF U.2 TTICHTT
/25y ILLEGIB

MISSION NO:

DATE s LY S

1, Notify following sections of EID and record name of person nctified
in Column A, Not later than one (1) hour after verbal notification a fliight
schedule will be furnished each:

SECTTON 25X1A

A

B ¢
a, Command

b, Maintenance

c, Communications

d, Special Equipment
e, Personal Equipnent
fe Weather

g. Flight Commanders

h., Security

2. Upon receipt of theqeach section will again be contacted and 25X1A
name of person notified recorded in Column B above, Any changes in original
planning will be given the applicable section, In addition the following Base
Sectlons will be given the EID and information necessary,

a, Mess Hall (Hours and number cf people) .

b. Base Operations (Request Tower and
Crash facilities be notified)

¢, Detachment Security (Notify d851red
wake-up times)

3. Aircraft arrival notice, Sections listed in paragraph 1 above
will be notified when the estimated landing time has been received from the
control tower and person notified will be recorded in Column C,

L, Upon completion of the mission this checklist will be filed in the
permanent records pertaining to the flight,

Enclosure 1, SOP-0O-1

Approved For Release 2000/05/31 : CIA-RDP89B00551R000200060017-5



